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7W & 12W CAVO LED INGROUND SPIKE LIGHT 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features: 

 Suitable to run on 12/24V DC constant voltage drivers or AC iron core transformers 

 Comes with 1m of black rubberized 2x0.75mm2 low voltage flex 

 Epistar COB LED    CRI > 80 

 Special high durability matt black powder coated finish. Suitable for use in coastal area  

 3 years replacement warranty with 5 years warranty on rust and corrosion 
 

 
 

Item Code UBT9013-
12BLK-WH 

UBT9013-
12BLK-WW 

UBT9013-
7BLK-WH 

UBT9013-
7BLK-WW 

Power 12W 12W 7W 7W 

Input Voltage 12V/24V AC/DC 12V/24V AC/DC 12V/24V AC/DC 12V/24V AC/DC 

IP Rating 67 67 67 67 

Colour Temperature 4000K 3000K 4000K 3000K 

Lumen Flux 750lm 700lm 550lm 500lm 

Beam Angle 60 60 60 60 

Dimmable No No NO NO 

Dimension Ø56.5xL85.5 

Spike:240 

Ø56.5xL85.5 

Spike:240 

Ø56.5xL85.5 

Spike:240 

Ø56.5xL85.5 

Spike:240 
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