
   
 

★      UGE EQUINOX 3CCT SELECTABLE LED FLOOD LIGHTS 

Input voltage AC 100V-240V Images 

Frequency range 50 Hz  

 
 

 
 

 

 

  

 

 
 

 

 

Power factor ＞0.95 

Chip brand Sanan 

Driver brand Sosen 

 Model No. Watt LED QTY 

 UOWO18-LED50 WH-BLK 50W 60PCS 3030 

UOWO18-LED100BLK-3cct 100W 120PCS 3030 

UOWO18-LED150WBLK-3cct 150W 180PCS 3030 

UOWO18-LED200WBLK-3cct 200W 240PCS 3030 

   

Luminous efficacy 90-100 lm/W 

Power efficiency >90% 

Color temperature 3CCT 3000K, 4000K & 5500K 

Color rendering index Ra≥80 

Light distribution Symmetrical light distribution 120° 

Dimmable Non Dimmable 

Warranty 3 Years 

Working temperature -30℃ — +50℃ 

Storage temperature -30℃ — +50℃ 

IP Grade IP 66 

Working life-span ＞25,000H 

 

Flex and Plug 

  

0.5 Meter  

  

Color of lamp shell Black with White faucet Reflector 

Beam angle 120° 

 
 

 

Flood Light Weight 

50W 1.6 Kg 

100W 2.2 Kg 

150W 3 Kg 

200W 4.4 Kg 

  

 L(MM) W(MM) H(MM) 

  

Product size (50W) 250 x 230 x 46 

Product size(100W) 286 x 323 x 44 

Product size(150W) 325x 365x 49 

Product size(200W) 368 x 411 x 54 

  

Packing dimension (50W) 540 x 265 x 310 ( 8PCS ) N.W 12.8 Kg / G.W 14.5 Kg 

Packing dimension (100W) 365 x 300 x 310 ( 5PCS ) N.W 11 Kg / G.W 13 Kg 

Packing dimension (150W) 380 x 320 x 410 (6PCS ) N.W 18 kg / G.W 20 Kg 

Packing dimension (200W) 435x 325 x 385 ( 5PCS ) N.W 22 Kg / G.W 24 Kg 

 
 

 




